SIGN PLATE:
1. SHALL BE MANUFACTURED BY APPLYING RETROREFLECTIVE SHEETING TO .080 GAUGE SHEET ALUMINUM PER THE SSS.
2. THE MESSAGE, BORDER, AND SYMBOL SHALL BE RETROREFLECTIVE WHITE.
3. TYPE G-7 GUIDE SIGNS SHALL HAVE GREEN RETROREFLECTIVE BACKGROUNDS. LETTERING SHALL BE 8" UPPER CASE AND 6" LOWERCASE TYPE E LETTERS.
4. TYPE G-81 GUIDE SIGNS SHALL HAVE BLUE RETROREFLECTIVE BACKGROUND. LETTERING SHALL BE 8" UPPERCASE TYPE E LETTERS.
5. SIGN PLATE HEIGHT SHALL BE 18" AND THE LENGTH SHALL VARY ACCORDING TO LEGEND LENGTH.

SIGN FRAME:
1. USE PVC FOR POSTS AND FRAMES.
2. SECURE SIGN PLATE TO SIGN FRAME WITH AIRCRAFT ALUMINUM RIVET WITH PLUG CAP COVER.
3. LENGTH OF 1 1/2" x 5 1/2" SHALL VARY TO FIT EACH SIGN PLATE.
4. SEE STANDARD PLATE NOS. 7-1, AND 7-6 FOR ADDITIONAL SPECIFICATIONS.

SIGN LOCATION:
1. STANDARD LOCATION IN MEDIAN ISLAND, APPROXIMATELY 300 FT. IN ADVANCE OF ISLAND NOSE, OR AS DETERMINED BY THE CITY ENGINEER.