NOTES:
1. INSTALL MIN. 5' HIGH GALVANIZED CHAIN LINK FENCE AS SHOWN AND SET MIN. 1' INSIDE R/W LINE IN STREET AREA.
2. POST SHALL BE 2½" I.D. GALVANIZED PIPE SET IN 18" DIA. X 24" DEEP CONCRETE FOUNDATION AT 8' MAX. SPACING.
3. A 10 GAUGE GALVANIZED TENSION WIRE SHALL BE INSTALLED AT THE TOP AND BOTTOM OF FENCE.
4. EXTEND FENCE ACROSS SIDEWALK AREA WHERE SIDEWALK EXISTS.
5. 18" X 18" TYPE N-2 MARKER (RED REFLECTIVE BACKGROUND) OF HIGH INTENSITY GRADE REFLECTIVE SHEETING SHALL BE INSTALLED ON EACH POST FACING ONCOMING TRAFFIC WITH CITY APPROVED THEFT PROOF BOLTS.
6. FOR ADDITIONAL SPECIFICATIONS SEE PLATE NO. 7-1.
7. AN ACCESS GATE MAY BE REQUIRED BY THE CITY ENGINEER. IF REQUIRED, IT SHALL BE DESIGNED TO BE LOCKED AND CLOSED AT ALL TIMES WHEN NOT IN USE.
8. A 24" x 24" W31 (END) SIGN SHALL BE INSTALLED AS SHOWN.